ILIX NORM @
e
(v

ahnlich / similar DIN 8093 .

5
Maschinen-Reibahlen mit Zylinderschaft aus VHM L
fur Bohrungen mit Passung H7
Machine chucking reamers with straight shank, made of solid carbide

to produce holes with H7 tolerance I,

| de|
Form B B Form B B
Typ / Type 12° 12° Typ / Type 120 120
LD / LH LD / LH LD / LH LD / LH
Schneidstoff / Material .0 K‘J Schneidstoff / Material .0 K‘J
2 mm 11 P} do  Schneiden 2 mm 11 Ia do  Schneiden
cutting lips cutting lips
1,0 34 6 1.0 3 [ ] [ J 4,1 75 19 4,0 6 [ ) (]
1,1 34 §] 1,0 3 [ J [ ] 4,2 80 21 4,0 6 [ ) [ ]
1,2 34 6 1,0 3 [ ] [ J 4,3 80 21 50 6 [ ] [ J
1,3 40 8 2,0 3 [ ] [ J 4,4 80 21 50 6 ( ] [ J
1,4 40 8 2,0 3 [ ] [ ] 4,5 80 21 50 6 o [ )
1,5 40 8 2,0 3 [ ] [ J 4,6 80 21 50 6 [ ] [ ]
1,6 43 9 2,0 3 [} [ J 4,7 80 21 50 6 [ ) (]
1,7 43 9 2,0 4 [ ] [ J 4,8 86 23 50 6 ( ] [ J
1.8 46 10 2,0 4 [ ] [ J 4,9 86 23 50 6 [ ] [ J
1,9 46 10 2,0 4 [ ] [ ] 5,0 86 23 50 6 [ ) [ )
2,0 49 11 2,0 4 ( ] [ J 5,1 86 23 5,0 6 [ ] (]
2,1 49 11 2,0 4 [ ] [ ] 5,2 86 23 50 6 [ ) [ ]
2,2 53 12 3.0 4 [ ] [ J 5,3 93 26 6,0 6 [ ] [ J
2,3 53 12 3,0 4 [ ] [ J 5.4 93 26 8.0 6 [ J [ J
2,4 57 14 3,0 4 [ ) [ ] 5,5 93 26 6.0 6 [ ) [ )
2,5 57 14 3.0 4 [ ] [ J 5,6 93 26 6.0 6 [ ) [ ]
2,6 57 14 3,0 4 [ ] [ ] 5,7 93 26 6,0 6 [ ) [ ]
2,7 61 15 3.0 4 [ ] [ J 5,8 93 26 8.0 6 ( ] [ J
2,8 61 15 3,0 6 [ ] [ J 5,9 93 26 8.0 6 [ ] [ J
2,9 61 15 3,0 6 [ ] [ ] 6,0 93 26 8.0 6 [ ) [ ]
3,0 61 15 3.0 6 [ ] [ J 6,1 101 28 6,0 6 [ ] (]
3,1 65 18 4.0 6 [ J [ 6,2 101 28 6,0 6 [ ) [ ]
3,2 65 16 4,0 6 [ ] [ J 6,3 101 28 6,0 6 [ ) (]
3,3 65 186 4,0 6 [ ] [ J 6.4 101 28 8.0 6 ( ] [ J
3.4 70 18 4,0 6 o [ ] 6,5 101 28 6.0 6 [ ] [ ]
3,5 70 18 4,0 6 [ ] [ J 6,6 101 28 6,0 6 [ ) [ ]
3,6 70 18 4,0 6 [} [ 6,7 109 31 6,0 6 [ ) (]
3,7 70 18 4.0 6 [ ] [ J 6,8 109 31 8,0 6 ( ] [ J
3,8 .5 18 4,0 6 [ ] [ J 6,9 109 31 8.0 6 [ ] [ J
3,9 75 18 4,0 6 [ ] [ ] 7,0 108 31 8.0 6 [ ) [ ]
4,0 75 18 4,0 6 ( ] [ J 7.1 109 31 8,0 6 [ ] (]

* ab 8,1 mm @ mit Vollhartmetallkopf / from 8,1 mm @ onwards with solid carbide head
@ Standardartikel / ltems available ex stock
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PRECISION



ILIX NORM

ahnlich / similar DIN 8093

Maschinen-Reibahlen mit Zylinderschaft aus VHM — g
mit Innenkthlung fir Sacklochbohrungen N
fur Bohrungen mit Passung H7 I,

Machine chucking reamers with straight shank, made of solid carbide
with internal coolant for blind holes
to produce holes with H7 tolerance

l Kihlkanal / Internal Cooling

|1
L
Kat.-Nr. / Cat.-No. 6370

Form B
Typ / Type 12°
LD / LH
Schneidstoff / Material ‘
2 mm 11 Ia do  Schneiden
cutting lips
4,0 75,0 19 4,0 6
4,5 80,0 21 5,0
5,0 86,0 23 5,0
5,5 93,0 26 6,0
6.0 93,0 26 6.0
6,5 1010 28 8.0
7,0 108,0 31 8.0
75 1170 33 8,0
80 1170 33 8,0

8,5 125,0 36 10,0
9,0 125,0 36 10,0
9,5 133.0 38 10,0
10,0 133.0 38 10,0
11,0 142,0 41 10,0
12,0 151,0 41 10,0
13,0 151,0 44 10,0
14,0 160,0 47 14,0
15,0 162,0 50 14,0

16,0 170,0 52 14,0
17,0 175,0 54 14,0

W 0 O ®m OO OOmO 00000000000 0 0
® 6 6 06 6 06 06 06 0 06 06 06 06 06 0 06 0 0 0 0 0 0

-
18,0 182,0 56 14,0
19,0 188,0 58 18.0
20,0 195,0 60 16,0
i
@ Standardartikel / ltems available ex stock
- - —— .
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ILIX NORM @ @ .

ahnlich / similar DIN 8093

Maschinen-Reibahlen mit Zylinderschaft aus VHM —la—
mit Innenkuhlung fur Durchgangsbohrungen B
fur Bohrungen mit Passung H7 I,

Machine chucking reamers with straight shank, made of solid carbide
with radial cooling for through holes
to produce holes with H7 tolerance I

' Radialer Kuhlmittelaustritt

-
Radial Cooling [
Kat.-Nr. / Cat.-No. 6371
Form B
Typ / Type 12°
LD / LH

Schneidstoff / Material

2 mm 11 Ia do  Schneiden
cutting lips
4,0 75,0 19 4,0 6
4,5 80,0 21 50
5,0 86.0 23 50
5,5 93,0 26 6,0
6,0 93.0 26 6.0
6,5 101.0 28 6.0
7.0 108,0 31 8.0
7.5 117.0 33 8,0
8,0 117,0 33 8,0

8,5 125,0 36 10,0
9,0 125,0 36 10,0
9,5 133.0 38 10,0
10,0 133.0 38 10,0
11,0 142,0 41 10,0
12,0 151,0 41 10,0
13,0 151,0 44 10,0
14,0 160,0 47 14,0
15,0 162,0 50 14,0
16,0 170,0 52 14,0

17,0 175,0 54 14,0
18,0 182,0 56 14,0
19,0 189.0 58 16,0

W 0 0 MmO 0O om OO 000000000000 o0
® © 06 06 06 0 06 06 0 06 0 0 0 06 06 0 0 0 0 0 0 0 0

20,0 1950 60 16,0

@ Standardartikel / ltems available ex stock

e > — P——
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ILIX NORM

ahnlich / similar DIN 8093

Maschinen-Reibahlenmit Zylinderschaft
aus VHM in 1/100 Abstufung —p

Machine chucking reamers with straight shank, l.
made of solid carbide centesimal

Herstellungstoleranzen + 0,004
reamer tolerances

0 mm I,

| d|
| Kot N /CatNo. | es72c]
Form B
Typ / Type 12°
LD / LH
Schneidstoff / Material K‘J
2 mm I o do (fff;';;:;;i‘fﬁ,"s
0,98 - 1,30 34 6 1,0 3 )
1,31 - 1,50 40 8 2,0 3 )
1,51 - 1,61 43 9 2,0 3 )
1,62 - 1,70 43 9 2,0 4 )
1,71 - 1,80 46 10 20 4 )
1,91 - 2,12 49 1 2,0 4 )
2,13 - 2,36 53 12 3,0 4 )
2,37 - 2,65 57 14 30 4 )
2,66 - 2,79 61 15 3,0 4 )
2,80 - 3,09 81 15 3,0 6 )
3,10 - 3,35 65 18 40 6 )
3,36 - 3,75 70 18 40 6 )
3,76 - 4,10 75 19 40 6 )
4,11 - 4,25 80 21 4,0 6 )
4,26 - 4,75 80 21 5,0 6 )
4,76 - 5,20 86 23 50 6 )
5,21 - 6,00 g3 26 8,0 6 )
6,01 - 6,60 101 28 6,0 6 )
6,61 - 6,70 109 31 6,0 6 )
6,71 - 7,90 109 31 8,0 6 )
7,91 - 850 117 33 8,0 6 )
8,51 - 9,50 125 36 100 6 )
9,51 -10,60 133 38 100 6 )
10,61 -11,80 142 41 100 6 )
11,81 -12,05 151 44 100 6 )

* ab 8,11 mm @ mit Vollhartmetallkopf
from 8,11 mm @ onwards with solid carbide head

@ Standardartikel / Iltems available ex stock

—— II l i




ILIX NORM

ahnlich / similar DIN 212

Maschinen-Reibahlen mit Zylinderschaft aus CERMET
fur Bohrungen mit Passung H7

Machine chucking reamers with straight shank, made of CERMET
to produce holes with H7 tolerance

 ad
Form B
Typ / Type 12°
LD / LH
Schneidstoff / Material CERMET
2 mm 11 Ia do  Schneiden
cutting lips
3,0 60 15 3 6 )
3,5 60 18 4 6 )
4,0 75 19 4 6 )
4,5 75 21 5 6 )
5,0 86 23 5 6 °
5,5 93 26 5 6 °
6.0 93 26 6 6 )
6,5 101 28 6 6 °
7.0 109 31 8 6 °
7.5 109 33 8 6 °
8,0 117 33 8 6 °
8,5 117 36 8 6 °
9,0 125 36 10 6 )
9,5 125 38 10 6 °
10,0 133 38 10 6 °
: : 11,0 142 41 10 6 °
i . 12,0 151 a4 10 6 °
13,0 151 44 10 8 °
| 14,0 160 47 14 8 °
150 162 50 14 8 )
ol 16,0 170 53 14 8 °
i 17,0 175 54 14 8 )
18,0 182 56 14 8 )
18,0 189 58 16 8 °
200 195 60 16 8 °

@ Standardartikel / Items available ex stock
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ILIX NORM

Maschinen-Reibahlen
mit Morsekegel, aus Hartmetall :#IZ'F :#ZF
fur Bohrungen mit Passung H7 I,
Machine chucking reamers
with Morse taper shank,
made of solid carbide to produce k L
holes with H7 tolerance '
"
@ i
Form ILIX Form ILIX
Norm Norm
Typ / Type gerade Typ / Type 12°
straight LD/ LH
Schneidstoff / Material >.0 Schneidstoff / Material I.J
8 mm I ls MK/ MT Cﬁg;;:g‘ﬁgs @ mm I Il MK /MT f@';,’;;;"’,;g
50 133 23 1 6 ° 50 133 23 1 6 °
6,0 138 26 1 6 [ J 6,0 138 26 1 6 [ ]
7.0 150 31 1 6 [ J 7,0 150 31 1 6 [ ]
80 156 33 1 6 ° 80 156 33 1 6 °
9,0 162 36 1 6 [ J 9,0 162 36 1 6 [ ]
10,0 168 38 1 6 [ J 10,0 168 38 1 B [ ]
11,0 175 41 1 6 ° 10 175 41 1 6 °
12,0 182 44 1 6 [ J 12,0 182 44 1 6 [ ]
13,0 182 44 1 6 [ 13,0 182 44 1 B [}
140 189 47 1 6 ° 140 189 47 1 6 °
15,0 204 50 2 6 [ J 15,0 204 50 2 B [ ]
16,0 210 52 2 6 [ 16,0 210 52 2 6 [}
17,0 214 54 2 6 ® 170 214 54 2 6 °
18,0 219 56 2 6 [ J 18,0 219 56 2 6 [ ]
19,0 223 58 2 6 @ 19,0 223 58 2 6 [ ]
200 228 60 2 6 ° 200 228 60 2 6 °

ZwischenmaBe Preise auf Anfrage / for intermediate sizes prices upon request

® bis 7,0 mm @ BaumaBe nach / up to 7,0 mm @ dimensions acc. to DIN 208 FORM A
e Uber 7,0 mm @ BaumaBe nach / above 7,0 mm @ dimensions acc. to DIN 8094 FORM A

@ Standardartikel / Items available ex stock

st NEW Progr i ung / program extension
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